
BJS130 1.3mm

Cordless Metal Shear
Satisfy Professional's Needs

High Speed Cutting
Cuts well!



Items of standard equipment and specifications may differ by country or area.

 

Cordless Metal Shear BJS130 1.3mm
Capacity

No load speed (spm)
Dimensions
(L x W x H)
Net weight
Voltage

Mild steel up to 400 N/mm2 (Tensile Strength)
: 1.3mm (18gauge)
Stainless steel up to 600 N/mm2 (Tensile Strength)
: 1.0mm (20gauge)
2,800
350 x 80 x 193mm*
(13-3/4" x 3-1/8" x 7-5/8")
2.3kg* (5.0lbs)
18V

Standard Equipment
Fast Charger, Battery Cartridge , Hex Wrench

Comparison of Efficiency
Note:1. Numbers in the charts below are relative values when the capacities of Competitor "D" model is indexed at 100.

2. The test results depend to a great extent on the hardness of the material, etc.

Test 1. 
Cut SPCC sheet of 1.0mm thick and 600mm long.

Work speed

1000 110 120 120 
fastslow

Makita BJS130 120120

Competitor "D" 100100

Work speed

1000 110 120 130
fastslow

Makita BJS130 110110

Competitor "D" 100100

Work speed

1000 110 120 130
fastslow

Makita BJS130 130130

Competitor "D" 100100

Test 2.
Cut SPCC sheet of 1.2mm thick and 600mm long.

Test 3.
Cut stainless steel sheet of 1.0mm thick and 400mm long.

360 degree swivel shear 
head for increased cutting 
convenience Ergonomically 

designed handle 
with rubberized 
soft grip

Lock-off button

Belt clip

On-tool storage for hex wrench

Part No. 125513-1

* with battery BL1830

Higher capacity Li-ion battery 
BL1830

Lighter weight Li-ion battery 
BL1815 

Shear head for 16 gauge (1.6mm) 
cutting ability
Shear head assembly 16 is available.

prevents accidental 
starting.

(Optional assembly)

Compact and lightweight design for 
easy handling and high maneuverability.
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